volution’

Technical Data Sheet

Evolution Photographic Paper Satin

Product Specification*

Thickness um 215 + 7
Weight g/m? 226 + 7
Gloss (BYK) 60° % 22 + 5
Colour Elrepho UVO L 93.9 + 1.0
a -0.3 + 0.5
b -1.6 * 0.7
delta b 12.4 + 0.8
CIE Whiteness (D65 / 10°) Elrepho >145
Opacity Elrepho >93
Laminability Hot & Cold
Suit for: Common Applications
I“1Solvent inkjet  I“|Eco solvent inkjet « Point of purchase
I Latex I#|Cold over laminating e Qutdoor advertising
I#1UV curable I"lwater based inkjet « Indoor advertising
I“1Screen printing I"'IDie Sublimation « Exhibition graphics

www.evolution-paper.com



volution’

Technical Data Sheet

Evolution Photographic Paper Glossy

Product Specifications

Thickness pwm 214 +
Weight g/m’ 225 +
Gloss BYK (602) ISO 2813 90 +
Colour Elrepho UVO (D65) 1SO2469 L 93.9 +
a -0,3 +
b 1,4 +
delta b 12,4 +
CIE whiteness (D65/102) MIN. ISO 2469 > 145
Opacity Elrepho > 90
Laminability Hot and Cold
PROPERTIES
VIVID COLOURS
OUTDOOR DURABILITY
FAST DRY
PVC FREE
OPTIMUN HANDLING PROPERTIES
The product must be store in original packaging. Climatic condition
23°C and 50% relative humidity. Protect material from direct sunlight.
Recommended to adapt the product to indoor climate before usage.
Suit for: Common Applications
I“1Solvent inkjet  I“|Eco solvent inkjet « Point of purchase
I Latex I#|Cold over laminating e Qutdoor advertising
I#1UV curable I"lwater based inkjet « Indoor advertising
I“1Screen printing I Die Sublimation « Exhibition graphics
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